
Components: 
(1) Lift Assist Tilt Bracket
(2) M8 x 16 Caps Head Screws
(2) M8 Flat Washers
(2) 5/16” Ball Studs
(2) 5/16” Flat Washer
(2) 5/16” Nut 
(1) Lift Strut 
(1) 7/8” Endcap

Sport Top lift assist 
Part Number: 1005 / 1006

2015 – current Polaris Slingshot 

Step 1. Note position of tilt bracket prior to 
removal of M8 bolts. Loosen and remove 
the front M8 tilt mounting bracket bolt. 
Install the Lift Assist Tilt Bracket using 
supplied M8x16 caps head bolt and washer. 
Snug bolt but do not tighten. Loosen and 
remove rear M8 tilt mounting bracket bolt. 
Swing Lift Assist Tilt Bracket in line with 
front mounting hole and install second 
M8x16 caps head bolt and washer. Set top
back to noted position and tighten both M8 
bolts. (1006 Dual Lift Assist) Repeat on 
other side.   

Step 2. Remove plastic end cap from 
Sport Top A-arm. Carefully unscrew Allen 
set screw just enough to allow the 
installation of the 7/8” Endcap. Slide onto 
arm fully. Rotate the end so that 
mounting surface is placed in the vertical 
position. Tighten set screw.
(1006 Dual Lift Assist) Repeat on other 
side.

Lift Assist Mounting: The lift assist has been designed to mount to either the left or 
right side of vehicle. For the single strut lift assist (#1005) a single 60lbs lift strut is 
supplied. For the dual lift assist system (#1006) two 30lb lift struts are supplied. 
Operating design allows top to be raised ad lowered with minimal effort and allows the 
top to remain in the up position during entry and exit of the vehicle.  
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P/N: 1005 /1006

Sport Top Lift Assist

Step 4. Install Lift Strut as shown. Quick
release end should be attached to End Cap
Ball Stud.
Open Sport Top and note correct attachment 
hole for Tilt Bracket Ball Stud. Three
mounting holes have been provided to allow 
for fitment on tops set at different heights. 
(1006 Dual Lift Assist) Repeat on other side.

Step 5. Install 5/16” Ball Stud to correct Tilt 
Bracket mounting hole using supplied 
5/16” Nut and flat washer. Ball Stud should 
be facing outwards away from the steering 
wheel. 
(1006 Dual Lift Assist) Repeat on other side.
Attach Lift Strut as shown. 

Step 3. Install 5/16” Ball Stud to 7/8” End 
Cap using supplied 5/16” nut and flat 
washer. Ball stud should be facing inward 
towards steering wheel. 
(1006 Dual Lift Assist) Repeat on other side.
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Step 5. Lower top and test fitment. Top 
should lower all the way to stricker and 
latch. If top stops before reaching stricker
bolt than move Tilt Bracket Ball Stud to the 
next position outward. Raise and lower top 
several times to insure there is no binding. 
Inspect all mounting bolts and tighten if 
needed.  


